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The traditional Electra 1000 lines are 
completed by 4 high-performance In-
Wall and In-Ceiling loudspeakers, which 
benefit from the advance made with 
Electra 1000 Be (drivers and filtering). 
The magnetic leveled grille of the In-
Wall loudspeakers is very thin and can 
be painted, integration as well as easy 
mounting are optimized. Optional MDF 
mounting frames are available in black 
or white lacquered finish, or in rough 
wood ready-to-be-painted. They enable 
easy On-Wall mounting of the In-Wall or 
On-Wall loudspeakers when flush-fitting 
is not possible or simply not wanted. 

The Electra 1000 line offers 2 types of 
stands. The S 1008 High Gloss stand 
for the 1008 Be, perfectly matches the 
aesthetics and is more sophisticated 
with its internal metal bar. The S 1007.1 
Standard stand is more adapted to the 
1007 S. In both cases, the loudspeaker 
is directly fixed to the stand to guaranty 
the greatest stability and a perfect 
mechanical coupling.

Living with your loudspeakers

> �Electra 1007 S on the S 1007.1 
Standard stand in sanded 
Aluminum.

> �Structure of the S 1008 
High Gloss stand with 
an internal metal bar.

Slate Grey:
High Gloss Lacquer

Classic: 
Gold Cherry, 4 coats

Slate Grey:
High Gloss Lacquer

Macassar:
Macassar Ebony, 4 coats

Champagne:
Light Cherry, 11  coats

Slate Grey:
High Gloss Lacquer

Basalt: 
Dark Cherry, 11  coats

Slate Grey:
High Gloss Lacquer

Slate Grey:
High Gloss Lacquer

Slate Grey:
High Gloss Lacquer

All the Electra 1000 Be 2 models can be personalized on demand 

(see the conditions with your local dealer).

> �Powerful Neodymium magnets placed all 
around the loudspeaker support the very thin 
and discreet metallic grille of the In-Wall  
loudspeakers.

> �Electra IW 1003 Be mounting on optional wall frame.

Finishes
>  Standard

Electra 1000 Be 2

Electra 1000 S

>  Standard

> �Electra 1008 Be on the  
S 1008 High Gloss stand.



Electra 1000 Be 2

True technology concentrate, the 
Electra IW 1003 Be integrates the 
best of Focal: Beryllium IAL twee-
ter, Utopia 3 latest generation ”W“ 
cones, OPC filtering, passive radia-
tor, this reference In-Wall louds-
peaker is the high-end traditional 
alternative loudspeaker. On-Wall 
mounting available with optional 
frame.

Its sophisticated design enables 
it to compete with any high-end 
loudspeaker thanks to its pure 
Beryllium inverted dome tweeter 
and its latest generation W cone 
woofer loaded with integrated 
sealed volume. The highest-fide-
lity in invisible version.

Electra SR 1000 Be
High Gloss Slate Grey finish

Electra SW 1000 Be
Basalt finish

Electra IW 1003 Be
White finish

Electra IW 1002 Be
White finish

• Type 2-way sealed bipole/twin mono  
effects speaker Active bass-reflex subwoofer 3-way sealed enclosure In-Wall speaker. 2-way sealed enclosure In-Wall speaker.

• Drivers
Two 61/2" (16.5cm) "W" midbass. 
Two 1" (25mm) pure Beryllium 
inverted dome tweeters.

13" (33cm) "W" woofer. 

61/2" (16.5cm) "W" passive radiator.
61/2" (16.5cm) "W" woofer.
3" (8cm) "W" midrange.
11/4" (27mm) pure Beryllium IAL 
inverted dome tweeter.

61/2" (16.5cm) "W" midbass.
11/4" (27mm) pure Beryllium IAL 
inverted dome tweeter.

• �Frequency response 
(±3dB) 72Hz - 40kHz 20Hz - 150Hz 49Hz - 40kHz 60Hz - 40kHz

• �Low frequency point 
(-6dB) 59Hz 18Hz

• �Sensitivity 
(2.83V/1m) 91dB -

• �Nominal 
impedance 4 Ohms/8 Ohms -

• �Minimum 
impedance 

3 Ohms/6 Ohms 
(bi/twin) -

• �Crossover frequency 2 400Hz

• �Recommended 
amplifier power 40 - 200W 600W (750W max.) BASH® amplifier 

• �Dimensions  
(HxWxD)

153/8x17x71/2" 
(390x430x190mm)

211/16x1911/16x17" 
(535x500x432mm)

• Net weight 27.7lb (12.6kg) 92.4lb (42kg) 22lb (10kg) 14.1lb (6,4kg)

Subwoofer features

Adjustable LPF: 50Hz to 150Hz
(24dB/oct.), 
48dB/oct. adjustable subsonic filter, 
adjustable phase, Boost mode, 
Night mode, 3 user memories, 
LFe/Stereo/Digital enter.
Remote Control Locking System

Features

Sensibility (2.83V/1m): 90dB
Nom. impedance: 8 Ohms
Protection: autoreset Polyswitch fuse
Recommended amplifier power: 
25 - 240W
Midrange and tweeter adjustment: 
- 3dB / 0dB / + 3dB
Crossover frequencies : 400Hz / 2000Hz
Cut-out dimensions (HxW): 
261/8x103/8” (664x262mm)
Depth from wall: 37/8”(99mm)

Features

Sensibility (2.83V/1m): 88dB
Nom. impedance: 8 Ohms
Protection: autoreset Polyswitch fuse
Recommended amplifier power: 
25 - 150W
Tweeter adjustment: - 3dB / 0dB / + 3dB
Crossover frequencie : 2600Hz
Cut-out dimensions (HxW): 
1415/16x103/8” (379x262mm)
Depth from wall: 37/8”(99mm)

All of the models in the Electra 1000 Be 2 range (except SR 1000 Be) are available in Basalt, Champagne and Slate Grey finishes. 
But may not be available in some countries and/or in some retail outlets. Other special finishes on demand.> 24" (60cm) High Gloss S 1000 stand, Slate Grey laquer.

Electra 1008 Be
Champagne finish 

Electra 1028 Be
High Gloss Slate Grey finish

Electra 1038 Be
Basalt finish

Electra CC 1008 Be
Champagne finish 

• Type 2-way bass-reflex bookshelf speaker. 3-way bass-reflex floor standing 
speaker, Powerflow.

3-way bass-reflex floor standing 
speaker.

3-way bass-reflex shielded  center 
speaker.

• Drivers
61/2" (16.5cm) "W" midbass. 
11/4" (27mm) pure Beryllium IAL 
inverted dome tweeter.

Two 61/2" (16.5cm) "W" woofers. 
61/2" (16.5cm) "W" midrange.
11/4" (27mm) pure Beryllium IAL 
inverted dome tweeter.

Three 7" (18cm) "W" woofers. 
61/2" (16.5cm) "W" midrange.
11/4" (27mm) pure Beryllium IAL 
inverted dome tweeter.

Two 61/2" (16.5cm) "W" woofers. 
3" (8cm) "W" midrange. 
11/4" (27mm) pure Beryllium IAL 
inverted dome tweeter.

• �Frequency response 
(±3dB) 46Hz - 40kHz 34Hz - 40kHz 33Hz - 40kHz 55Hz - 40kHz

• �Low frequency point 
(-6dB) 41Hz 28Hz 26Hz 50Hz

• �Sensitivity 
(2.83V/1m) 89dB 91.5dB 93dB 91dB

• �Nominal 
impedance 8 Ohms 8 Ohms 8 Ohms 8 Ohms

• �Minimum 
impedance 3.9 Ohms 3.5 Ohms 3.3 Ohms 4.1 Ohms

• �Crossover frequency 2 200Hz 350Hz / 2 200Hz 230Hz / 2 200Hz 500Hz / 2 200Hz

• �Recommended 
amplifier power 25 - 150W 40 - 300W 40 - 400W 40 - 200W

• �Dimensions  
(HxWxD)

153/16x103/8x133/4" 
(385x264x350mm)

4311/16x103/8x133/4" 
(1 110x264x350mm)

493/16x1115/16x153/4" 
(1 250x303x400mm)

91/4x24x133/4" 
(235x609x350mm)

• Net weight 33lb (15kg) 72.6lb (33kg) 112.2lb (51kg) 41.8lb (19kg)

24 bits digital processor, 600W 
BASH® amplifier, 13” (33cm) “W” 
woofer, the Electra SW 1000 Be 
offers high-level performance 
with a 18Hz cut-off and a 119dB 
sound power. The SW 1000 Be 
now benefits from a remote 
control lock when infrared conflicts 
appear with other boxes.

Not much evolution for the SR 
1000 Be that benefits from the 
3 third “W” cone generation. But 
its exclusive “Be/Twin” structure 
with dual input permits to use 
the SR 1000 Be as well as in a 
5.1 system (in bipolar mode) as 
in a 7.1 (in dual mono mode) 
without increasing the number of 
effect loudspeakers in the Home 
Theatre room.

The Electra CC 1008 Be follows 
the same evolutions as the louds-
peakers so that the tones are in 
perfect harmony. Low horizontal 
directivity, high power-handling, 
definition and precision are part 
of the common points of Electra Be 2.

The Electra 1027 Be was a 
flagship of the Focal range, the 
1028 Be goes even further, espe-
cially in the bass with the dual port 
Powerflow system. The dynamic 
leaps forward to be in harmony 
with the generosity and definition 
of the midrange-treble register 
that has always been a reference. 
A compact floorstander with  
irrefutable charm.

As the whole Electra Be 2 line, 
the 1038 Be benefits from new 
components and settings. The 
awesome strength of the three 7” 
(18cm) woofers, endless power, 
is now added to the new qualities 
gained in terms of sound image 
and definition. A true weapon of 
mass seduction.

The Electra 1008 Be embodies 
Focal’s know-how in terms of 
high-end compact loudspeakers.
Added to the essential qualities 
of the 1007 Be, a more spacious 
and natural sound image, impro-
ved definition and more precise 
bass. The high power-handling 
enables it to work in rooms of big 
dimensions.



Electra 1000 S

Electra SW 1000 S
Classic finish

Electra IW 1002 
White finish

Electra IC 1002 
White finish

• Type Active bass-reflex subwoofer. 2-way In-Wall sealed speaker. 2-way In-Ceiling speaker.

• Drivers 11" (27cm) "W" woofer. 
61/2" (16.5cm) "W" midbass. 
1" (25mm) Al/Mg inverted  
dome tweeter.

61/2" (16.5cm) "W" midbass. 
1" (25mm) Al/Mg inverted  
dome tweeter.

• �Frequency response 
(±3dB) 29Hz - 150Hz 60Hz - 30.5 kHz 60Hz - 30.5 kHz

• �Low frequency point 
(-6dB) 25Hz

-

-

-

• �Recommended 
amplifier power 350W (450W max.) BASH® amplifier 

• �Dimensions  
(HxWxD)

1615/16x165/8x1513/16" 
(430x422x402mm)

• Net weight 56.1lb (25.5kg) 14.1lb (6.4kg) 4.16lb (2.1kg)

All of the models in the Electra 1000 S range (except SR 1000 S) are available in Classic & Macassar finishes. 
But may not be available in some countries and/or in some retail outlets.

Electra 1007 S
Classic finish 

Electra 1027 S
Macassar finish

Electra CC 1000 S
Classic finish

Electra SR 1000 S
High Gloss Slate Grey finish 

• Type 2-way bass-reflex bookshelf speaker. 3-way bass-reflex floor standing 
speaker.

3-way bass-reflex shielded center 
speaker.

2-way sealed bipole/twin mono  
effects speaker.

• Drivers
61/2" (16.5cm) "W" midbass
1" (25mm) Al/Mg inverted  
dome tweeter.

Two 61/2" (16.5cm) "W" woofers. 
61/2" (16.5cm) "W" midrange. 
1" (25mm) Al/Mg inverted  
dome tweeter.

Two 61/2" (16.5cm) "W" woofers.  
3" (8cm) "W" midrange. 
1" (25mm) Al/Mg inverted  
dome tweeter.

Two 61/2" (16.5cm) "W" midbass. 
Two 1" (25mm) Al/Mg inverted  
dome tweeters.

• �Frequency response 
(±3dB) 46Hz - 30kHz 42Hz - 30kHz 55Hz - 30kHz 72Hz - 30kHz

• �Low frequency point 
(-6dB) 41Hz 34Hz 50Hz 59Hz

• �Sensitivity 
(2.83V/1m) 89dB 91dB 91dB 91dB

• �Nominal 
impedance 8 Ohms 8 Ohms 8 Ohms 8 Ohms

• �Minimum 
impedance 3.9 Ohms 3.5 Ohms 4.1 Ohms 3 Ohms/6 Ohms (bi/twin)

• �Crossover frequency 2 500Hz 300Hz / 2 500Hz 500Hz / 2 500Hz 2 500Hz

• �Recommended 
amplifier power 25 - 150W 40 - 300W 40 - 200W 40 - 200W

• �Dimensions  
(HxWxD)

153/16x103/8x133/4" 
(385x264x350mm)

413/8x103/8x133/4"
(1050x264x350mm)

91/4x24x133/4" 
(235x609x350mm)

153/8x17x71/2" 
(390x430x190mm)

• Net weight 30.8lb (14kg) 68.2lb (31kg) 41.8lb (19kg) 27.7lb (12.6kg)

If the SW 1000 S takes up the 
essential of the Be version tech-
nologies, it’s clearly more com-
pact with a 27cm woofer to 
facilitate integration. Its 114dB 
SPL are ideal for rooms bigger 
than 50m2, even at a high sound 
level, for Home Theatre or an 
outstanding triphonic system.

With its sealed volume and its 
advanced technology including 
the Al/Mg dome tweeter of the 
Electra 1000 S line, the IW 1002 
offers high-level sound perfor-
mance in hifi as in multichannel 
systems, such as a 2-way traditio-
nal high-end loudspeaker would 
do. A very high-fidelity sound in 
an In-Wall version.

In-Ceiling adaptation of the IW 
1002, the Electra IC 1002 is a 
high-end loudspeaker, equipped 
with an exclusive coaxial driver, 
with W cone and Al/Mg tweeter,  
for maximum musicality and 
power-handling. Perfect for a qua-
lity main system or as a high-end 
in-ceiling effect speaker.

Like the CC 1000 S, the SR 1000 S 
takes up the essential of the surround 
speaker Electra Be. This loudspea-
ker is actually equipped with the 
“Bi/Twin” system that permits to 
make it work in a bipolar mode or 
“double monoral” to constitute a 
7.1 system from only two surround 
speakers.

This elegant floorstander impres-
ses by its outstanding bass power 
considering its moderate size.  
Its sharpness, its definition, its 
perfect balance between extreme 
bass and extreme treble will be 
appreciated on any music type, 
at a high or low sound level and 
make of the 1027 S the queen 
of versatility. 

The CC 1000 S is much more 
than a simple inspiration of the 
Beryllium version. It has the same 
three-way structure for an ideal 
directivity on the horizontal level, 
without accident on the response 
curve, the same woofers and the 
same midrange. Its Al/Mg tweeter 
is of course in total harmony with 
the loudspeakers of the Electra 
1000 S line.

The new Al/Mg tweeter perfectly 
suits this superb loudspeaker that 
seduces with its communicative 
energy and its midrange/treble, 
sparkling with details. Like the 
Electra 1008 Be, the quality of the 
bass, which is technically identical, 
is impressive, even in rooms of 
large dimensions. That’s a high-
range compact loudspeaker with 
an exceptional quality/price ratio.

> 24" (60cm) Standard Electra S 1007.1 stand, Aluminum and Black Silk.

Subwoofer features

Adjustable LPF: 50Hz to 150Hz
(24dB/oct.), 
24dB/oct. adjustable subsonic filter, 
adjustable phase, Boost mode, 
Night mode, 3 user memories, 
LFe/Stereo/enter.

Features

Sensibility (2.83V/1m): 88dB
Nom. impedance: 8 Ohms
Protection: autoreset Polyswitch fuse
Recommended amplifier power: 
25 - 150W
Tweeter adjustment: 
- 3dB / 0dB / + 3dB
Crossover frequencies :  2600Hz
Cut-out dimensions (HxW): 
1415/16x103/8” (379x262mm)
Depth from wall: 37/8”(99mm)

Features

Sensibility (2.83V/1m): 88dB
Nom. impedance: 8 Ohms
Protection: autoreset Polyswitch fuse
Recommended amplifier power: 
25 - 150W
Tweeter adjustment: 
- 3dB / 0dB / + 3dB
Crossover frequencies : 2600Hz
Frame size: Ø10 x 33/4” (Ø 253 x 96mm) 

Cut-out dimensions (HxW) : 
Ø 811/16” (221mm)
Depth from wall: 35/8”(92mm)



Electra 1000 S is a line that fully benefits 
from the basics of Electra 1000 Be 2 
that appeared in 2005, but clearly 
more accessible. We found the technical 
solutions to maintain Focal sound and 
design at the highest level. Apart from 
the new Al/Mg tweeter, which was made 
from the model of the pure Beryllium 
tweeter, Electra 1000 S adopts a high-
range finish, slightly less developed, 

compared to Electra 1000 Be 2 that 
uses 11 successive varnish coats on its 
side panels – 4 coats for Electra 1000 S.  
So that’s the whole Electra 1000 line 
that is suggested to a larger but deman-
ding public, through two complete and 
perfectly complementary lines.

What makes the difference

Electra 1000 Be 2 & 1000 S

1008 Be 1007 S 1028 Be 1027 S 1038 Be CC 1008 Be CC 1000 S SR 1000 Be SR 1000 S SW 1000 Be SW 1000 S

Be tweeter ✓ ✓ ✓ ✓ ✓

IAL ✓ ✓ ✓ ✓

Al/Mg Tweeter ✓ ✓ ✓ ✓

“W” cone ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Gamma structure ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Laminar port ✓ ✓ ✓ ✓ ✓ ✓ ✓

Circular port ✓ ✓ ✓

Powerflow ✓

Varnish 11 coats ✓ ✓ ✓ ✓ ✓

Varnish 4 coats ✓ ✓ ✓ ✓

Superior glass 
plate

✓ ✓ ✓

Tweeter/Midrange 
aluminum housing

✓

> �Midrange tweeter aluminum 
housing, Electra 1008 Be

> �Superior glass plate, 
Electra 1000 Be 2

> �IAL Beryllium tweeter, 
Electra 1000 Be 2

> �Aluminum/Magnesium tweeter, 
Electra 1000 S

> �2 port Powerflow 
Système, 1028 Be.

> �Electra 1000 is also a complete high-end In-Wall and In-Ceiling integra-
tion line with On-Wall mounting kit available. Discover them in details 
on www.focal-fr.com, in the Custom solutions.




